
BUILDING 1010

Building 1010 (formerly 1) w~ completed early in 19"35 as the Headquarters and
Admlniqration Budding. It is an excellent example of Georgian Revival
architecture with its central pediment adorned with aa oval window embellished by
carved stone. It is T-shape in plan with exterior brick veneer v~ll.% and a hipped
roof with flat day tiles.

The structural system consists of reinforced concrete frame and foundation, and
structural concrete floor slabs. The roof over the east wing is supported by steel
trusses, the remalnln~ being supported by a standard post and beam system. This
may be the only building on base with a built-in comic, gutter.

Like all buildings in this study, the exterior rem~;,~ basically unaltereck Steel
h~nger "eyes" set in the brick above the cast end loading dock suggest that there may
have at one time been a canopy here. Two windows have been bricked in on the
second floor, cast end.
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BUILDING 1010

CONDITION SURVEY

.

2.

3.

o

5~

6.

.

Conduit on south and east elevations is intrusive to appearance.

Occasional spots of peeling paint on cornice trim may indicate gutter leaks.

Badly weathered window sill and sash. Exposed bare wood. Dormer windows are in worst
¢ondi~om some upper sashes are faD~ open (check sash cords/weights).

W’mdows have integral weather stripping, Therefore question the effectiveness and value of
add|n~ the surface mounted pile w~therstripping~

Cotor of window bars is not c~usistent - p~int all of them black.

Brick porch on east side (old service dock):
repointed.

s~nlng bricks, moss, needs to be cleaned and

Mechanical exhaust louver in window next to south~ entry .is falling ont. It needs to be
~-ed, repainted and reaUache~
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BUILDING 1010

MAINTENANCE AND REPAIR NOTES

1° CONDL~[T
a. Reroute coaduk ~de building, if poss~le, or to a less noticeable location on exterior.

.
CORNICE TRIM PAINT

a. Ch¢~ for guttvrlroofiag leaks aad patch if necessary.
b. Ulxm verification that there arc no leaks at roof or gutter, scrape and sand peeling areas,

I~aae and pa;nt Refer to articles on "Wood" and "Painf’.

3~ WINDOWS
Re, condition windows accord~ to procedures ovflinexi in article on "Wood W’mdows"
and illustrations.

b. Repair ~ cord/weights in dormer wiadow~

4. WEATHERSTRIPPING

a. Remow any ~mnexessary surface mounted weatharstHpping.
b. Patch re.uJrlng holes from fastener~

.
SECURITY BARS

a. Prime and pa-mt black.

Q
BRICK PORCH

a. Rdcr to article oa "Brick Masonry W~lk" and dean and rcpoint accordlrm,_ly.
b. Replace badly spalle, d bricks with new to match adjacent original bricks.

o EXRAUST LOUVER
& Remove louver.
b. Cle~ B¢ sarc to remove all ~ O/Is, and loose paint.
c. P~ime and repainL
d. Rdn~’~lL


